


The Following Table Correlates Swagelok Gauge and Transducer Model Numbers 
to the WIKA Model Numbers Listed in the WIKA CRN Approval Document 

Swagelok Model Number WIKA Model Number Description

PGI-63L 63X.50 2.5" 2.5" Gauge 

PGI-100L 63X.50 4" 4" Gauge 

PGI-63B 23X.50 2.5" 2.5" Gauge 

PGI-100B 23x.50 4" 4" Gauge 

PGI-160B 23x.50 6" 6" Gauge 

PGI-63C 23X.53 2.5" 2.5" Gauge 

PGI-100C 23X.53 4" 4" Gauge 

PGI-115P 2XX.34 4.5" 4.5" Gauge 

PGI-160P 2XX.34 6" 6" Gauge 

PGI-63S 23X.30 2.5" 2.5" Gauge 

PGI-100S 23X.30 4" 4" Gauge 

PGI-40M 131.11 1.5" 1.5" Gauge 

PGI-50M 131.11 2" 2" Gauge 

PBG-63 23X.55 2.5" 2.5" Gauge 

PGC-50 130.15 2" 2" Gauge 

PGU-40 230.25 1.5" 1.5" Gauge 

PGU-50 230.25 2" 2" Gauge 

PTI-S S-10, S-11 Transducer - Standard 
model

PTI-E E-10, E-11 Transducer - Explosion 
proof

PTI-T IS-20 Transducer - Intrinsically 
safe

PTU-S WU-10 Transducer single end 

PTU-M WU-16 Transducer modular

PTU-F WU-15 Transducer flow through 

PSD-100 M932.3A 4" 4" Diaphragm seal gauge - 
Dry

PSF-100 M933.3A 4" 4" Diaphragm seal gauge - 
Filled
































