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Attachment A.  Scope of Registration for Swagelok Thermowells (Category H)  
 
 
 
This document represents the scope of Swagelok Thermowells covered by this CRN approval.   These 
thermowells have been evaluated in accordance with ASME B31.3 and ASME B&PV Code Section VIII 
Division 1. 

 
Product Description 
   
              
 
                                       
         
 

      
 
 
 
 
 
 
 
Summary Table 
 

Series 
Port Connections and 

Sizes 
Material 

Maximum External Pressure  
Design Code of 
Construction 

Up to 70° F 
At Maximum 
Temperature 

TWF 

1 in. ASME class 150 
1 ½ in. ASME class 150 

2 in. ASME class 150 

304 SS 
(ASTM A479) 
(ASTM A182) 

275 psig 
20 psig @ 

1000°F 

ASME B31.3 and 
B&PV Code 

Section VIII Div.1 

316 SS 
(ASTM A479) 
(ASTM A182) 

275 psig 
20 psig @ 

1000°F 

1 in. ASME class 300 
1 ½ in. ASME class 300 

2 in. ASME class 300 

304 SS 
(ASTM A479) 
(ASTM A182) 

720 psig 
40 psig @ 

1000°F 

316 SS 
(ASTM A479) 
(ASTM A182) 

720 psig 
40 psig @ 

1000°F 

TWT 
(reduced 
shank) 

½ in. male NPT 
¾ in. male NPT 

304 SS 
(ASTM A479) 

6300 psig 
3300 psig @ 

1000°F 

316 SS 
(ASTM A479) 

6300 psig 
3500 psig @ 

1000°F 

TWT 
(tapered 
shank) 

½ in. male NPT 
¾ in. male NPT 

304 SS 
(ASTM A479) 

6300 psig 
3300 psig @ 

1000°F 

316 SS 
(ASTM A479) 

6300 psig 
3500 psig @ 

1000°F 

TWW 
¾ in. pipe 
1 in. pipe 

304 SS 
(ASTM A479) 

6400 psig 
4400 psig @ 

1000°F 

316 SS 
(ASTM A479) 

6500 psig 
2900 psig @ 

1000°F 

 
 

TWF 
(ASME B16.5 Flange) 

 

 

TWT 
(Threaded) 

      

  

 

 

 

TWW 
(Weld Socket) 
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Product Options: 
 

Additional options and non-pressure boundary alterations that do not affect the pressure-temperature 
ratings may be made available within the scope of this approval.  Examples of these include the following: 
 

 Variable stem lengths 

 G1/2B instrument connection  

 Stainless steel cap and chain 

 
Quality System 
 
The Swagelok Company quality system complies with the requirements of BS EN ISO 9001:2008.  The 
Swagelok Company maintains British Standards Institution Certificate of Registration Number FM 01729, 
which applies to all locations listed on the Certificate.   
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